Features:

Hl BatLEDs due to its appearance like Bats
hanging from the ceilings.

Bl There are 4 models available and they are
certified for CE, IP65 and Full RoHS
compliance.

B Easy mounting Installation
M Use of cree Higt power LEDS

Airports, Railway Stations, Warehouse, Supermarkets, Tunnels, Indoor Sport Arenas and Building exterior lightning Indoor
pools
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Odering No. Power Model CCT Lumens Description
A-6810-030-CQ5 BatLED 130 [5500K 3210 |\ inber of LED: 30 Cree LED
A-6810-030-CR4 e BatLED 130 [5500K 3900 |Input Voltage: 220V50Hz
A-6810-030-WQ2 BaiLED 130 [2700K | 2622 g?:ne:::rk:-;ig(e?a .
A-6810-030-WP4 BatLED 130 [2700K 2400 : :
A-6810-042-CQ5 BatLED 142 [5500K 4898 | bor ofLED: 42 Cree LED
A-6810-042-CR4 BatLED 142 |[5500K 5460 |Input Voltage: 220v50Hz
A-6310-042-WQ2 a BaILED 142 |2700K | 3670 |\o¢ Veieht: 7. kg
3 5 o Dimensions: 284*333*200.5mm
A-6810-042-WP4 BatLED 142 [2700K 3385

B PacRing Information

H Decaler Information

U-Tron (Beijing) Electronics Co., Ltd.

East 5Th floor, 10 Lang jia yuan Jian Guo Men Wai Avenue Beijing,China,100022

86-010-6568-2990 ;

www.u-tron.com




