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Features:

They can be easily retrofitted to virtually any

lamp that uses E27, B22 or GU10lamp holders.

Provide a smooth, uniform light distribution.

U-Tron's ruggedized Helios Series LED light

bulbs uses high power Cree LEDs to bring

energy savings and a healthy light to your home

and office.

Indoor lighting, shops, commercial lighting,supermarkets ,malls, and offices.
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Illuminance at a Distance

Center Beam LUK Beam Width
1,217.88 LUX ' 0.8m 0.7m
304,47 LUX 1.6m 1.5m
135.32 LUX 2.4m 2.2m
76.12 LUX 3.2m 3.0m
48.72 LUX 4.0m 3.7m
33.83 LUX 4.8m 4.5m
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Photo Nodel No. Power Product Name CCT |L Description
Number of LED: 3 Cree Chips
6850-P03-WQ2E27 S/R| 3.8w |LED Helios 3 E27 2700K 261 |Input Voltage: 90-220vS0Hz
Number of LED: 3 Cree Chips
y 6850-P03-CR4E27 S/R| 3.8W |LED Helios 3 E27 5500K 390 |Input Voltage: 90-220VS0Hz
Nurnber of LED: 4 Cree Chips
6850-P04-WQ2E27 SR 5.5W |LED Helios 4 E27 2700K 348 |Input Voltage: 90-220VS0Hz
Number of LED: 4 Cree Chips
6850-P04-CR4E27 SRR 5.5W |LED Helios 4 E27 5500K 520 |Input Voltage: 90-220VS0Hz
Number of LED: 4 Cree Chips
6850-P06-WQ2E27 SR 7.5W |LED Helios 6 E27 2700K 522 |Input Yoltage: 90-220VS0Hz
Number of LED: 4 Cree Chips
4 6850-P06-CR4E27 SR 7.5W |LED Helios 6 E27 5500K 780 |Input Voltage: 90-220VS0Hz
B Packing Information H Dealer Information
U-Tron (Beijing) Electronics Co., Ltd

East 5Th floor, 10 Lang jia yuan Jian Guo Men Wai Avenue Beijing,China,100022

86-010-6568-2990 ;

www.u-tron.com




