Features:

B Moaximum light output.

B High-efficiency heat tfransfer.

M Best to save energy.

B To ensure a large area illumination Coverage.

B Elegant Design.

B Using Cree XLamp High Power LED Chips.

B Uniformity brightness, luminous efficiency under
any height.

B Cold light source; Non-thermal radiation;

B Non-hazardous metallic mercury; High-efficiency

cooling features; Environmentally-Friendly.
Application

Rural and Urban Streets,Parks, Gardens, Residential Areas,and other needs of outdoor lighting.

Technical Specifications
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Ordering Guide
Photo Hodel No. Power Product Hame CCT Lumens Description
A6800090-CQ5 Lucas Il 90 5500K 9630
Number of LED: 90 Cree LED
A6800090-CR4 Lucas lIl 90 5500K 11700 |Input Voltage: 220v50Hz
115W IPB5
A6800090-WQ2 Lucas 1l 90 2700K 7866 |Net Weight: 15.0kg
Dimensions: 689*333*198mm
A-6800090-WP4 Lucas Il 90 2700K 7236
A6800-114-CQ5 Lucas Il 114 5500K 12198
Number of LED: 114 Cree LED
A6800-114-CR4 Lucas Il 114 5500K | 14820 |Input Voltage: 220V50Hz
135W IP6E5
A6800-114-WQ2 Lucas Il 114 2700K 9918 |Net Weight: 15.0kg
Dimensions: 689*333*198mm
A6800-114-WP4 Lucas Il 114 2700K 9120
B Packing Information H Dealer Information

East 5Th floor, 10 Lang jia yuan Jian Guo Men Wai Avenue Beijing,China, 100022
86-010-6568-2990 ; www.u-tron.com




